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Kinetrol’s VDI/VDE 3845 mounting option is available from Model 03 up to Model 15. This
option enables Kinetrol actuators to be retrofitted to assemblies where customers want to
retain existing position feedback units.

Please contact Kinetrol for dimensional details.

Kinetrol actuator models 03 and 05
have an extended vane accessory
shaft with a VDI/VDE 3845 Namur
slot along with an adaptor plate that
allows the fitment of an industry
standard F05 VDI/VDE bracket.

Kinetrol actuator models 07 and 08
have standard length accessory shafts
but incorporate the VDI/VDE 3845
Namur slot along with the adaptor plate.

Kinetrol actuator models 09 and 10 have
standard length vane accessory shafts with
the VDI/VDE 3845 Namur slot but also have
additional M5 mounting holes machined into
the case boss.

Kinetrol actuators model 12, 14 and 15 have
a shortened vane accessory shaft with the
VDI/VDE 3845 Namur slot, M5 mounting holes
are standard supply on these actuators.

An industry standard F05 VDI/VDE bracket
is also available but is not included as
standard supply - please contact Kinetrol.

Model 09 actuator with Namur slot
and additional M5 mounting holes

Model 07 actuator with Namur
slot and adaptor plate

To order an actuator with the VDI/VDE mounting option add "V" to the end of the standard
Kinetrol actuator code
Example:  054-100V or  074-120V

An industry standard F05 VDI/VDE bracket can be ordered in addition under spares
code: SP642

Ordering Codes


